[ELEMEITT] ROUGHNECK

BATHTUB DUMP BODY

BUILT CLEMENT TOUGH

The Clement RoughNeck dump body is a no frills
body and hoist package designed for the user that
needs a basic, no nonsense, hard-working body
without a lot of bells or whistles.

Built tough and rugged with ¥ inch floor and

3/16 inch sides, this body will take on most any job.
Large 12 inch radius corners discharge sticky
materials like no other dump body .

Full length longitudinals in place of cross members
support the floor and eliminate floor washboarding,
doing away with the major causes of premature
floor wear and sticking materials. As a result,
floors last longer and materials discharge faster

Clement’s engineering and manufacturing know-how
is able to fabricate the body using only 13 major body
parts rather than hundreds. Reducing the number of
parts used in the body, reduces the amount of welding
and troublesome joints. This eliminates joint and weld
failures common on other makes of bodies.

The Company reserves the right under its product improvement policy to change
construction or design details and furnish equipment when so altered without
reference to illustrations or specifications used herein.

All RoughNeck dump bodies have 41 inch sides
as standard with 47 inch headboard and tailgate
and 6 inch board pockets. 53 inch ends with

12 inch board pockets are optional.

FAST AND EASY INSTALLATION

Available in lengths up to 22 feet, each body comes
packaged with the hydraulic hoist pre-installed

at the factory. Mounting of the body in your shop
becomes a snap. Included in the package is body
in prime paint, hydraulic hoist installed with the
body including the lower trunnion for setting on

the truck, rear hinges, air-operated tailgate, lights,
half cab shield and board pockets.

Pump, tank and cab controls are optional and can
be purchased separately.

IN DUMP TRAILERS

P. O. Box 914, Minden, LA 71058-0914
1-800-562-5948, FAX: 318-371-4369
E-Mail: sales@clementind.com, Web site: http://www .clementind.com
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SPECIFICATIONS
Floor: % Inch Hi-tensile Steel
Sides: 3/16 inch Hi-tensileSteel
Headboard: 3/16 inch Hi-tensile Steel
Tailgate: 3/16 inch Hi-tensile Steel
Side Height: 41 Inch
Tailgate Height: 47 Inch
6 inch board pockets
Air-operated Tailgate
Half Cab Shield
12 inch radius corners
12 inch Full length longitudinals
Heavy duty rear hinges
Custom hydraulic hoist
Hoist installed in doghouse
Lower hoist trunnion installed to body
Prime painted
Body light kit

5||

851/ 4" —JD

— =}
DUMPBODYCRO SSSEC TTON 4 ]

+

gt

Length Capacity Sides/Ends Center Post  Hoist "

10 foot 8/10 yds 41/47 inch No 53-84 I.. J 12" RAD
12foot  10/12'yds 41/47 inch No 63-104 T

14 foot 12/14 yds 41/47 inch ~ Optional 63-108

15 foot 13/15yds 41/47 inch  Optional 63-120

16 foot 14/16 yds  41/47 inch Yes 63-120 The company reserves the right under its product improvement policy
17 foot 15/17 yds 41/47 inch Yes 74-135 to change construction or design details and furnish equipment when

so altered without reference to illustrations or specifications used

Clement's nationwide network g& .m ;ﬁ%

of dealers means that Clement w
service and Clement parts are )

“just down the road” at more
than 50 locations.
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